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SPECIFICATIONS AMENDMENTS 

REPLACE on page 3, between lines 24 and 25, the figure 
description, which had been added by the Amendment with Formal 
Replacement Drawings filed on June 7, 2 005, with the following 
amended figure description paragraphs: 

FIG. 6 is a rear elevational view of the system of FIG. -6-1. 

FIG. 7 is a perspective view in detail of a portion of the 
system of FIG. 1, taken from within the circle 7C. 

FIG. 8 is a perspective view in detail of a portion of the 
system of FIG. 1, taken from within the circle 8C. 

REPLACE the paragraph on page 5, lines 4-22, with the 
following amended paragraph: 

The upwardly facing channel 10 can be defined by inside wall 
11, bottom 12, and outside wall 13. The wall 13 can be part of 
the vertical member 30. The channel 10 is configured to hold 
many if not nearly all types of tonneau cover systems, especially 
of the hard shell variety. The channel 10 thus may be considered 
to have a U-shape. The U-shape construction of the channel 10 
provides a load-bearing surface to fasten the tonneau cover. 
Hardware, for instance, in the form of latches, pins, strikers, 
locks, receivers, hinges, and other mechanical fasteners, as well 
as magnetic and other fasteners, can be fastened or fabricated in 
or onto the channel 10 to provide for tonneau operations. The 
U-shape of the channel 10 also provides a water-management trough 
for directing water shed by the tonneau cover or vehicle. The 
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channel 10 can be provided with water guidance subsystem 15, for 
instance, the channel 10 and connector 16 , say, with elastomeric 
■ inaert, insert tube 15T , connecting the channels 10 of separate 
rails 100 mounted in the same pickup truck 5; and/or water exit 
subsystem 17, for instance, tubing 17T through orifice 17H, 
directing the water outside the cargo bed area 6 of the pickup 
truck 5. Note, FIGS. 7 and 8. 



